
If the product has one side longer than six meters, file must be produced on a 1:10 scale whith resolution of 960dpi.

REINFORCED EDGE
Heat welding: 3 cm

CUT LINE

safe area: - 3.5 cm  from all sides of artwork

1.5cm from cut line to center of eyelets

4.

FILE FORMAT
Send your file in PDF, EPS, TIF format in 1:1 scale (not password protected)

RESOLUTION 
The optimal resolution for the print files in 1:1 scale is 100dpi.

COLOURS
All files should be sent in CMYK (cyan, magenta, yellow, black) format.
Images in RGB or with PANTONE colours will be converted automatically using a standard colour separation profile. 

MARGINS AND BLEED

5. PREPARATION FILE IN CASE OF EDGE REINFORCMENT

6. PREPARATION FILE IN CASE OF INSERTING EYELETS

1.

2.

3.

HOW TO PREPARE FILE FOR PRINT - BANNERS AND MESH

Text should be placed at least 2 cm from the cutting edge.
In the event eyelets are inserted, the distance of the texts from the cutting edge will have to be 3.5cm!

3 cm heat welding

30 cm spacing between two eyelets



Visible area

Pocket

6. PREPARATION FILE IN CASE OF POKETS

Heat welding 3 cm

Heat welding 3 cm


